
Type: _____________________________

Model: _____________________________

Project:  _____________________________SPECIFICATION SHEET

MODEL: Brunswick
SPECIFICATIONS
HOUSING: 
Cast brass with weathered brass finish.
LENS: 
Clear glass.
SOCKET/LAMP HOLDER: 
Two fixed ceramic bi-pin sockets accept bi-pin lamps with G4 or 
GY6.35 bases.
LAMP TYPE: 
Two 12V SMD or encapsulated bi-pins. 35W maximum. 
MOUNTING: 
Brass mounting plates facilitate mounting under a hardscape 
cap or flush to a wall.
WIRING: 
Prewired with 5' pigtail of 18/2 cable.
WARRANTY: 
Lifetime. 

The Brunswick cast brass hardscape light can mount under a horizontal cap 
or flush to a vertical surface. Weatherproof LED lamps in various intensities 
of warm white and decorative colors are suitable. Clear glass lens.
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LED LAMP SPECIFICATIONS

LAMP TYPE:
Two IP65 outdoor-rated SMD or encapsulated bi-pins with 5-year warranty.

COLOR TEMPERATURES: 
2800K warm white or 6000L cool white. Decorative color light options include  
amber, blue, green, and red. 
 

FIXTURE LAMP

Brunswick WATTAGE TYPE COLOR TEMP.

2W   E     Encapsulated bi-pin 2800K / 6000K

2.2W   S     SMD bi-pin 2800K

3W   E     Encapsulated bi-pin 2800K / 6000K

3.3W   S     SMD bi-pin 2800K / Amber / Blue / Green / Red

4W   E     Encapsulated bi-pin/ 
  S     SMD bi-pin 2800K

5W   S     SMD bi-pin 2800K
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